
Custom Dynamics® Mega Spotz™  
Installation Instructions 

We thank you for purchasing the Custom Dynamics® Mega 

Spotz™ High Power LED lights! Our products utilize the latest 

technology and high quality components to ensure you the 

brightest, most reliable LED’s on the market. We offer one of 

the best warranty programs in the industry and we back our 

products with excellent customer support, if you have ques-

tions before or during installation of this product please call 

Custom Dynamics® at 1(800) 382-1388. 

1. Select desired location to install Mega Spotz. Mark your meas-

urements. 

2. Drill mounting hole for Mega Spotz with a 2 1/4” (57mm) hole 

saw. 

3. Remove the rear outer mounting flange from the housing. In-

sert housing into the drilled hole. 

4. Install the included 2 1/4” gasket onto the housing and re-

install the rear mounting flange. Tighten, then repeat for the 

other side. 

5. Route wires to a fused 12 volt constant power source.  

6. As an option, Install a switch between the fuse and LED’s to 

gain on/off control (sold separately). 

7. Adjust the projection point of each LED unit by loosening the 

inner flange with the tabs enough so that the LED housing can 

move. Adjust to the desired position, then tighten the flange to 

secure position. 

8. Test Operation. 

Questions? Call us at:  1 (800) 382-1388  M-TH -  9AM-6PM EST / FR - 10AM-6PM 
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