
 
 
 
 

 
 

Congratulations, you have acquired the finest aftermarket performance exhaust system available for 
your motorcycle. Your FREEDOM PERFORMANCE exhaust system was designed to perform fit and give 
the optimum sound and style at a very affordable price. 

 
Please follow the installation instructions and please do not hesitate to call us for any technical questions at 
(310) 324-0415  
 

PACKAGING LIST: HD00244 
FL245-F1 FRONT HEAD PIPE 1 MBK-FL107-F4 STARTER BRACKET 1 18MM PLUGS 2 

FL246-F1 REAR HEAD PIPE 1 MBK-FL111-F7  L-BRACKET 1 12MM PLUGS 2 

FL245-F2 FRONT HET SHIELD 1 MBK-FL109-F7 TRANSMMITION BRACKET 1 3/8" SMALL FLAT WASHER 2 

FL246-F2 REAR HEAT SHIELD 1 5/8" OD X 3/8" ID X 3/4" LONG SPACERS 2 3/8"-16 LOCK NUT ZINK PLATED 1 

P-CLAMP 1-3/4" ID 1 3/8"-16 X 1" CARRIAGE BOLT 1 5/16"-18 LOCK NUT ZINK PLATED 1 

HOSE CLAMPS # 20 7 3/8"-16 X 3-1/4" ALLEN BOLT ZINK PLATED 1 3/8"-16 X 2" ALLEN BOLT ZINK PLATED 1 

BARREL BAND CLAMP # 62 1 PLASTIC CABLE TIE (SMALL) 1 HD00244 INS 1 

REMOVING THE STOCK EXHAUST SYSTEM 

1. Place motorcycle on side stand or motorcycle ramp, if a ramp is used 
for installation make sure a motorcycle jack is used under the 
motorcycle to prevent it from tilting and the front tire is held securely. 
Remove both left and right saddlebags. 

2. on models equipped with a (2-1) remove the right side muffler first by 
removing the 2 bolts with a ½” socket or wrench that secure the 
muffler from the saddle bag support then locate and loosen the muffler 
clamp. On models equipped with dual mufflers Remove the 2 bolts on 
each muffler securing each muffler from the saddlebag support using a 
½” socket or wrench and save the bolts for reuse. Using a 9/16” deep 
socket locate and loosen the two muffle clamps in front of each 
muffler. Set the mufflers aside. NOTE: it may be necessary to use 
penetrating lubricant oil on slip joints between muffler and head pipe to 
ease the removal. 

3. Locate oxygen sensor wires, on models equipped with 18mm sensors 
unplug from harness and remove the cable tie holding the front sensor 
to the frame. Make sure to remember the route of each sensor wire so 
that they stay the same way when re-installing your new system. On 
models equipped with 12mm O2 sensors next to the transmission, 
remove right side plastic cover to gain access to the harness and 
disconnect sensors. make sure when the sensors are removed from 
the exhaust mark which sensor is the front and which is the rear as is 
marked on the headers section. 

4. Remove the right side passenger floor board using a 5/16” allen 
wrench. this is to allow more space needed when installing your new system. 

5. on models with duals exhaust remove the section of the left side header that goes underneath the motorcycle as 
well as the bracket that holds it; use a 5/8” deep socket to loosen the clamp that holds the left pipe. Using a 3/16” 
allen wrench, remove the 2 bolts ¼” allen that hold the bracket behind the oil pan and pull the left portion of the 
header out. reinstall bolts back without the bracket. 

6. Loosen the carriage bolt nut from under the right side of the header stock system underneath the transmission 
(this is the bolt that holds the stock system to the transmission bracket)  

7. Loosen both front and rear heat shield clamps. 
8. Remove flange nuts that secure each head pipe to cylinder head using a ½” socket. Carefully remove the head 

pipes. Some assistance may be necessary as improper handling may scratch parts on your motorcycle. 

EXHAUST SYSTEM # HD00244 
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9. Remove flanges and circlips from the stock exhaust system using snap ring pliers. If circlips are bent or damaged, 
replace them. Be very careful when removing circlips from headers, wear some type of safety glasses as the 
circlips may spring back and cause injuries. 

10. Models equipped with 18mm sensors (these are the ones very close to the engine port on the pipes) remove them 
by using a 7/8” or a 22mm wrench remove the oxygen sensor from both rear and front head pipe. On models 
equipped with 12mm sensors (these are the ones next to the catalytic converter) remove sensors and save for re-
use with your new exhaust system.  

11. Using a ¼” allen wrench remove the bracket located on the transmission housing as this will be replaced with a 
supplied mounting bracket. Save bolts as they will be re-used. 

FREEDOM PERFORMANCE EXHAUST SYSTEM INSTALLATION 
1. Remove exhaust system from protective packaging it has been pre-assembled for easy installation. Place them in 

a non-abrasive surface such as a blanket or carpet. By doing this you can avoid scratching the parts in the in 
installation process. We recommend using painters tape to cover parts and accessories on areas where damage 
can occur during installation 

2. Install starter bracket marked as MBK-FL107-F4 carefully remove the two allen bolts holding the starter using a 
1/4" allen wrench making sure not to touch any live cable on the starter. se figure 1.1 

3. Install (L) bracket MBK-FL111-F7 on the previous installed starter  bracket see figure 1.2 
4. Install transmission bracket (the bracket that has two slots) with a 1/4" allen wrench and the stock (previously 

removed bolts) install bracket under the transmission housing as seen on figure 1.3  
5. Install oxygen sensors. Apply a small amount of anti-seize compound to the threads of the sensor and install them 

into the new set of pipes. On models equipped with 12mm sensors make sure the front sensors is with the front 
pipe as it was marked previously on the removal.  Be sure not to apply anti-seize compound on the sensor tip as 
may affect the sensors functionality. This exhaust system is designed to fit both models; 18mm & 12mm sensors, 
this means that depending on the sensor model, a plug must be installed where no sensor is to be installed. Plug 
is supplied for both sizes, call Freedom Performance Inc. if you have any questions. 

6. Install circlips and flanges onto head pipes. see figure 1.6 
7. A barrel band clamp has been pre-Installed on the rear pipe as this will be holding and supporting the pipe to the 

starter bracket and it must be facing towards the engine so it can be tighten. 

fig 1.1 starter bracket fig 1.2 L-bracket attached to transmission bracket  fig 1.3  P-clamp & transmission bracket 

fig 1.4 barrel band clamp fig 1.5 hardware fig 1.6 install flange and retaining ring 

transmission 

bracket 



8. Install the complete assembly of the rear pipe, make sure the barrel band clamp engages the L-bracket as seen in 
figure 1.4 Do not tighten at this time. 

9. Install the front head pipe assembly, engage the P-clamp (pre-assembled on the head pipe) as seen on figure 1.3   
using the 3/8"-16 x 1" carriage bolt. Do not tighten at this time. 

10. Plug back in the oxygen sensor into the harness and away of hot areas. 
11. Install clamp over the nose of each muffler (the front end) and slip each muffler into position and mount mufflers to 

their respective side using 5/16” bolts under the saddle bags and tighten.  
12. Now tighten the exhaust port flanges nuts and barrel band clamp on the head pipes. Note: adjust (L) bracket as 

necessary. 
13. Replace right hand floorboard using the 3/8"-16 allen bolts and spacers supplied. 
14. use the plastic cable tie to hold the front sensor cable to the frame on the models equipped with 18mm sensors 

and cut excess tail. 

 
 
 
 
Note: Be sure to tighten all hardware before starting your engine. Retighten after the first 100 miles. 
Clean your new exhaust system before starting the motorcycle. 
 

Re-mapping is recommended by FREEDOM PERFORMANCE 
At freedom performance Inc. attempts have been made to provide enhanced concerning Clearances. 
However, due to some designs and space boundaries, ground and cornering clearance may not be 

improved and in some cases may even be reduced. 
For accessories for your new exhaust system please visit www.freedomperform.com 

And choose from a variety of slip-ons to complement the new look of your bike. 
 

 

 

 
 
 

 
 
 
 

WARNING FREEDOM PERFORMANCE DOES NOT WARRANTY ANY 
CHROME OR PAINTED PRODUCTS AGAINST DISCOLORATION. 

 
 

 

 

SHARK TAIL DRESSER SLIP ON RACING SLIP-ONS WITH BLACK TIP LIBERTY SLIP ON 

http://www.freedomperform.com/

